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By Alun R. Jones and William Lewis1

SUMMARY

Meteorological conditions conducive to aircraft icing are
arranged in four classifications: three are associated with cloud
structure and the fourth with freezing rain. The range of possible
meteorological factors for each classification is discussed and
specific values recommended for consideration in the design of ice-
prevention equipment for aircraft are selected and tabulated. The
values selected are based upon a study of the available observational
data and theoretical considerations where observations are lacking.
Recommendations for future research in the field are presented.

INTRODUCTION

Design procedures have recently been established for the com-
putation of the heat requirements for the protection of wings and
windshields of aircraft operating in icing conditions (references
1 and 2); however, their use is dependent upon a knowledge of
such factors as the amount of liquid water in the icing cloud and
the average diameter of the cloud drops. Progress in the applica-
tion of these procedures has been handicapped by the lack of suffi-
cient data on the meteorological factors. To overcome this diffi-
culty, considerable research in the laboratory and in flight has

'Meteorologist, U.S. Weather Bureau, assigned to the Ames
Aeronautical laboratory for collaboration on NACA icing
research.
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been uncertaken independently by various civil Government agencies,
the armed services, universities, and private concerns. This
research has progressed to a point where a tentative listing of
icing conditions2 for design purposes can be attempted.

The preparation of such a list was undertaken with the view in
mind of providing as complete a coverage as possible, within the
probable flight range. It is not intended that each icing condition
tabulated should be specified as a design requirement for all com-
ponents of the airplane, but rather that each condition be consid-
ered as a possible meteorological situation to be encountered and,
therefore, worthy of some attention. For example, the designer,
having a certain component of the airplane in mind, should review
the listing to determine which icing conditions would probably affect
that component and, therefore, should. be included in the design
calculation. For his part, the operator should consider the listing
as ind-icative of the wide variation of conditions through which his
aircraft might be called upon to operate.

This report is based upon a paper which was originally prepared
for the NACA Subcommittee on Icing Problems, Committee on Operating
Problems, for discussion at a meeting held at the Lewis Flight
Propulsion Laboratory, Cleveland, Ohio, on October 18, 1948. The
purpose of the paper was to propose values of design icing conditions
based on currently available data, and to indicate required. further
research. This report incorporates suggestions advanced by members
of the Subcommittee during the meeting. The authors are also
indebted to Mr. J. K. Hardy of the Royal Aircraft Establishment,
Farnborough, Englan, ,for helpful comments which aided materially in
the preparation of the report.

GENERAL CLASSES OF FLIGHT ICING CONDITIONS

Experience in icing research has shown that the selection of
meteorological conditions for the design of aircraft ice-prevention

2 The term "icing condition" as used. herein denotes a state of the
atmosphere defined by a set of values of temperature, liquid-water
content, drop diameter, and pressure altitude in which the tempera-
ture is below freezing and the liquid-water content is greater than
zero.
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equipment is influenced somewhat by the particular component to be
protected. For example, air-induction systems, in general, and
turbine engine intakes, in particular, are most critically affected
by an encounter with an icing condition of high liquid-water content,
even though the duration of the encounter is very short. In contrast,
propellers, wings, empennages, and windshields, if provided with
adequate protection for continuous icing conditions, can usually
tolerate brief and intermittent encounters with conditions of greater
severity. In fact, the assumption of continuous flight at icing
conditions known to be associated only with discontinuous clouds for
these latter components would be unduly conservative and unjustified.

Flight icing conditions have been divided into four general
classes for the purposes of this study. The first three classes are
confined to cloud forms and are associated with the duration of an
encounter with the condition. Since the duration of flight in an
icing condition is dependent upon the flight speed, the more basic
concept of horizontal extent of the condition will be utilized
herein. This is readily convertible to duration at any selected
flight speed. The fourth class of icing condition is the special
case of freezing rain. A brief description of the characteristics
of each class is given below, together with an example of the air-
plane component or feature to which the class applies in design con-
siderations. The selection of values of the meteorological variables
to be assigned to each class will be discussed in a later section.

Class I

Designation: Instantaneous.

Horizontal extent: 1/2 mile.

Duration at 180 miles per hour: 10 seconds.

3This should not be taken to imply that these conditions are
necessarily limited to areas 1/2 mile in extent. This value was
chosen because it is believed that the most severe conditions
likely to be encountered are approximately uniform over a distance
of about 1/2 mile. The distance across the upper portion of a
single cumulus tower is ordinarily from 1 to 3 miles and rarely
exceeds 5 miles. Average values of liquid-water content up to
80 percent of the 1/2-mile maximum may occasionally be expected
for distances up to 3 miles.
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Characteristic: Very high liquid-water content.

Applicable to: Any part of the airplane, such as guide vanes
in interior ducting, where the sudden collec-
tion of a large mass of supercooled water
would be critical.

Example: Induct ion systems, particularly turbine-engine inlets.

Class II

Designation: Intermittent.

Horizontal extent: 3 miles.

Duration at 180 miles per hour: 1 minute.

Characteristic: High liquid-water content.

Applicable to: Any critical component of the airplane where
ice accretions, even though slight and of short
duration, could not be tolerated.

Examples: Induction systems, windshields in any case where
practically continuous visibility was required.

Class III

Designation: Continuous.

Horizontal extent and duration: Continuous.

Characteristic: Moderate to low liquid-water content.

Applicable to: All components of the airplane, that is, every
part of the airplane should be examined with
the question in mind., "Will this part be
affected seriously by accretions during con-
tinuous flight in icing conditions?"

Example: Wings and tail surfaces.
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Class IV

Designation: Freezing rain.

Horizontal extent: 100 miles.

Duration at 180 miles per hour: About 1/2 hour.

Characteristic: Very large drops at near-freezing temperatures
and low values of liquid-water content.

Applicable to: Components of the airplane for which no pro-
tection would be supplied after considering
Classes I, II, and III.

Example: Fuselage static-pressure airspeed vents probably
would not require protection for Classes I, II, and.
III, but might be subject to icing in freezing rain.

SELECTION OF METEOROLOGICAL OORDITI01A
FOR THE FOUR GENERAL CIASSEB

One of the factors of major importance in the selection of
design icing conditions, and the operation of aircraft in these con-
ditions, is the probability of encountering any specified meteorolog-
ical situation. At the time of the preparation of this report the
statistical analysis of available meteorological data had not pro-
ceeded to a point where estimates of the likelihood of meeting a
specified icing condition could be stated. Omission of the probabil-
ity factor from this report was a necessity, therefore, and is not an
indication that the subject is of secondary importance.

In addition to the four general icing classes already defined,
the icing conditions were further classified into two groups; namely,
most probable maximum, and normal or typical. The most probable
maximum does not represent the maximum that nature could produce, but
rather the maximum that would probably be encountered in all-weather
aircraft operations. The normal or typical designation refers to the
average or normal conditions to be anticipated in all-weather opera-
tions in the United States. To represent the most probable maximum
conditions of a class, the letter M was used, for example,
class I-M, II-M, etc. Similarly, the letter N was used for
normal conditions.
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Specific values proposed for all classes of icing conditions
are presented in table I. The quantities presented for class I
include maximum values of liquid-water content to be expected at
various temperatures and the most probable corresponding values of
drop diameter. For classes II and ITT, values of maximum liquid-
water content are given for a range of values of both temperature
and drop diameter. The approximate altitude ranges in which the
specified conditions are most likely to occur are also given. The
factors considered in estimating the altitude ranges were season,
temperature, cloud type, and liquid-water content. Due to the
absence of reliable data on drop-size distribution, uniform drop
sizes only are considered in the proposed specification. Values of
liquid-water content and drop diameter for temperatures of -22o and
-400 F are included in the table for completeness but should be
regarded as uncertain due to the lack of observations at very low
temperatures.

In the selection of specific values to be included in table I,
consideration has been given to (1) four recent NACA Technical Notes
(references 3, 4, 5, and 6); (2) data which were obtained during the
winter of 1947-48 by the Ames Laboratory and have not yet been pub-
lished; (3) the monthly reports of the Air Materiel Command Aeronautical
Ice Research Laboratory at Minneapolis; (4) the various reports pub-
lished by the Mount Washington Observatory, New Hampshire; (5) data
obtained by the Douglas Aircraft Company, United Air Lines, and
American Airlines during flight tests with the ID-6 airplane in icing
conditions; and (6) other publications or papers, such as references
7 and 8.

Class I-M.- Instantaneous, Maximum

In the listing of conditions for this class, an attempt was made
to estimate the greatest values of liquid-water content that might be
encountered, at freezing temperature and below, anywhere in the
atmosphere, regardless of the season. The largest values of liquid-
water content would be expected to occur in the tops of tall cumulus
clouds, with the maximum water concentration being expected during
the summer or in the tropics. Although the probability of flying
through the top of a summer or tropical cumulus at temperatures below

freezing is somewhat less than for a winter cumulus, the seriousness
associated with the possible loss of function of the aircraft power
plant suggests that desiga considerations be based upon the higher
liquid-water contents of summer cumulus clouds.

Since no measurements of subcooled liquid-water content have
been made in such clouds, the values proposed were calculated. As a
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basis for the calculation, the highest possible moisture charge was
estimated from a consideration of the maximum sea surface tempera-
ture, given as 880 F in reference 9. Since values of dew point
observed over the tropical seas are generally slightly lower than
the water temperatures, a dew point of 850 F at 1000 millibars was
chosen as representing the greatest moisture content for cumulus
cloud formation. A condensation pressure of 950 millibars (948 ft
pressure altitude) was chosen to represent the lowest cloud base
likely to occur with tropical cumulus clouds. The following values
of liquid-water content were calculated by the method given in
reference 5, for the temperatures and the pressure altitudes indi-
cated, using initial conditions listed previously and assuming
adiabatic lifting with no mixing or precipitation:

Liquid-
Pressure water

Temperature altitude, content,
(OF) (ft) (g/m8)

32 23,000 8.9
14 29,000 8.7
-4 34,000 8.2

-22 38,000 7.5

Calculation of the instantaneous maximum water content was also
made using the same initial conhitions and considering the effect of
entrainment and mixing of environmental air. It was assumed in this
case that the entrainment rate was sufficient to double the cloud
mass for each 400 millibars of ascent and that the relative humidity
of the environment was 70 percent. These assumptions are based on a
consideration of references 10 and 11. The results of the calcula-
tions are as follows:

Liquid-
Pressure water

Temperature altitude, content,
(OF) (ft) (g/mC)

32 20,000 5.5
14 25,000 5.2
-4 30,000 4.8

-22 34,000 4.2
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At present, there is no basis for a satisfactory evaluation of
the importance of the formation of liquid precipitation in depleting
the liquid-water content of cumulus clouds. The formation of ice
crystals, on the other hand, is known to produce an immediate and
marked reduction in the liquid-water content. (See reference 5.)
Cumulus clouds without ice crystals have been observed frequently at
a temperature of 00 F and occasionally at temperatures as low as
-100 F. Limited dr.ta are available for cumalus clouds below -- 00 F,
but it is believed that the frequency of occurrence of ice crystals
increases rapidly at temperatures below this value. A considerable
reduction in maximum liquid-water content would therefore be expected
at temperatures below -100 F. Consideration of these factors, and
the fact that the values of dew point and condensation pressure
chosen for the calculations represent extreme conditions, led to the
conclusion that the values of liquid-water content chosen for design
considerations should be somewhat lower than those calculated above.
In the case of the lowest air temperature considered (-400 F) the
probability of the occurrence of snow is so great that the liquid-
water content cannot even be approximated by calculation and, there-
fore, a value has been estimated.

No measurements of drop size are available for summer or tropi-
cal cumulus clouds. Measurements in winter and spring (references 5
and 6, and data on file from Ames Aeronautical Laboratory icing tests
in the winter of 1947-48) show that, of a total of 29 observations
with liquid-water content more than 1.0 gram per cubic meter, the
corresponding value of mean effective diameter was between 8 and 25
microns in all cases, with 24 cases between 15 and 25 microns. In
the absence of more complete information, a drop diameter of
25 microns frr= 320 to -40 F, decreasing linearly with temperature
to 15 microns at -400 F, is proposed.

Based on the foregoing discussion, suggested values for
class I-M of liquid-water content, mean effective drop diameter, and

most probable altitude of encounter are presented for the temperature
range from 320 to -400 F as items 1 to 5, inclusive, in table I.

Class I-N.- Instantaneous, Normal

Since operations in the subfreezing portions of summer cumulus
clouds are not regarded as normal, the values suggested for the
instantaneous normal class are based on frequency distributions of
data from observations in winter cumulus clouds. These conditions
are listed as items 6 to 10 of table I.
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Class II-M.- Intermittent., Maximum

The intermittent class of icing conditions is considered to be
representative of clouds in which water concentrations about one-
half as severe as those assigned to the instantaneous class would
be encountered for durations of about five or six times the
instantaneous class durations. Such conditions can be expected near
the tops of cumulus clouds in both wimyn r and winter; however) they
are much more likely to be encountered at temperatures below
freezing during winter. Because of this factý and because escape
from cumulus icing in summer can often be made by a descent to
warmer altitudes,, the winter cumulus conditions have been selected.
as the basis for the suggested values of the intermittent class
icing conditions.

The selection of values for class II is base& partly on the

discussion in reference 5. The values proposed therein are the

result of an estimate of the maximum liquid-water content likely

to be encountered during winter and the lowest temperature and

largest drop size likely to occur with the chosen value of water

content. In the selection of the values presented in table I, it

was considered desirable to include several combinations of tempera-

ture and drop diameter and to specify for each the probable maximum

liquicl-water content. The values selected were determined from an

examination of scatter d1agams similar to figures 5 and 8 of

reference 5, but incorporating all available data., including the

1947-48 Ames Laboratory observations. These conditions are listed

as items 11 to 23, im1usive, in table I.

Class II-N.- Intermittent,, Normal

Items 26 to 30 of table I are suggested to represent inter-
mittent normal icing conditions, bas6d on flight experience as dis-
cussed in references 5 and 6.

Class III-M.- Continuousp Maximun

Conditions in this class., which occur in layer-type clouds,
have been discussed in references 5 and 6. Sufficient data axe now
available to estimate with reasonable accuracy the variation of
me imum liquid-water content in layer clouds with both temperature
and drop size. Suggested values are presented as items 31 to 45,

inclusive, table 1.
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Class III-H.- Continuous, Normal

Items 46 to 49, inclusive2 table I, which are based on frequency
distributions of data from layer clouds (references 5 and 6), give
the conditions likely to be experienced in a typical encounter with
icing conditions of the continuous type.

Class IV-M.- Freezing Rain

Observational data are not available for this class, since, in
the only case in which data have been taken, the water content of the
rain was too low to measure in the presence of the clouds through
which it was falling. For this reason, the values for the proposed
condition (item 50, table I) were calculated. They were based on an
assumed rate of rainfall of 0.10 inch per hour with drops 1 millimeter
in diameter. The use of 0.10 inch per hour is considered appropriate
because large-scale continuous precipitation in winter is usually of
light intensity.

SUGGESTIONS FOR FUT3RE RPSARC

The preparation of table I required a fairly comprehensive review
of available information on the subject of'meteorological conditions
conducive to aircraft icing and, consequently, revealed which factors
require further investigation. In general, the required additional
research falls into two categories which can be termed "formative" and
"statistical."

The formative category defines the type of icing research which
has contributed most of the available data. It consists of the
establishment of a framework which will define the problem and provide
initial answers. Such research requires the selection of the various
factors to be measured or observed, the development of measurement
methods, the establishment of ranges to be investigated, and a review
of the results to define which factors are important and which are
secondary, and to present initial maximum and average values for each
factor. Obviously, the conduct of this type of research requires
personnel trained in meteorology, or at least well acquainted with the
subject, and familiar with meteorological instruments, techniques, and
data analysis.

The statistical type of research is characterized by the procure-
ment of a large volume of data, and may be performed by relatively
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untrained personnel, or even by automatic instruments. Obviously,
it cannot be undertaken until the formative research has pointed
the way as regards quantities to be investigated., their relative
importance, the range to be anticipated, and the degree of accuracy
desired.

In the following lists of suggested future formative and
statistical research, an attempt has been made to arrange the items
in order of importance, the most important items being listed first.

Suggested Continuation of Formative Research
on Conditions Conducive to Icing

1. Extend flight research as required to establish whether the
values of table I, which are based on winter flights and confined,
for the most part, to northern United States, are representative of
conditions everywhere. Conditions for which it would be of immediate
interest to know the meteorological quantities are the low-tempera-
ture continuous icing associated with operations in Alaska and the
Arctic, the conditions existing in the top of large summer cumulus
clouds, and the conditions during summer in all types of clouds at
altitudes above the freezing level. It is also desirable to eventu-
ally extend the scope of observations to include the entire world,
since there may be important regional differences in cloud character-
istics such as the difference in prevailing drop size between
central and eastern United States and the Pacific coast area which
is indicated in the data taken by the Ames Laboratory.

2. Obtain flight data on instantaneous values of maximum
liquid-water content, drop size, temperature, and altitude.

3. Obtain flight data to establish drop-size distribution
in clouds.

4. Obtain necessary data in flight through icing clouds for
confirmation or modification of the method of assuming adiabatic
lifting and no mixing for the calculation of liquid-water content
at any level in a cloud.

Suggested Statistical Research on
Conditions Conducive to Icing

1. Analyze all available meteorological icing data obtained
in flight by statistical procedures to establish, at least
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tentatively, the probability of encountering a specified icing condi-
tion.

2. Obtain measurements of liquid-water content, drop diameter
(mean effective, at least, and maximum, if possible), temperatures,
and altitude during regular military and commercial operations
whenever icing conditions are encountered. Time and geographical
location should also be recorded in order that the data may be
analyzed with reference to the synoptic weather situation.

Ames Aeronautical Laboratory,
National Advisory Committee for Aeronautics,

Moffett Field, Calif.



NACA TN No. 1855 13

REFERENCES

1. Neel, Carr B., Jr., Bergrun, Norman R.2 Jukoff, David, and Schlaff,
Bernard A.: The Calculation of the Heat Required for Wing
Thermal Ice-Prevention in Specified Icing Conditions. NACA TN
No. 1472, 1947.

2. Jones, Alun R., Holdaway, George H., and Steinmetz, Charles P.:
A Method for Calculating the Heat Required for Windshield
Thermal Ice-Prevention Based on Extensive Flight Tests in
Natural Icing Conditions. NACA TN No. 1434, 1947.

3. Lewis, William: Icing Properties of Non-Cyclonic Winter Stratus
Clouds. VACA TN No. 1391, 1947.

4. Lewis, William: Icing Zones in a Warm Front System with General
Precipitation. NACA TN No. 1392, 1947.

5. Lewis, William: A Flight Investigation of the Meteorological
Conditions Conducive to the Formation of Ice on Airplanes.
MACA TUN No. 1393, 1947.

6. Lewis, William, Kline, Dwight B., and Steinmetz, Charles P.: A
Further Investigation of the Meteorological Conditions Conducive
to Aircraft Icing. NACA TN No. 1424, 1947.

7. Findeisen, W.: Meteorological Physical Limitation.s of Icing in
the Atmosphere. NACA TM No. 885, 1939.

8. Langmuir, Irving, The Production of Rain by a Chain Reaction in
Cumulus Clouds at Temperatures above Freezing. Journal of
Meteorology, vol. 5, no. 5, Oct., 1948, pp 175-192.

9. Berry, F. A., Bollay E., and Beers, N. R.: Handbook of Meteorology.
Section XIV "Oceanography" by H. U. Sverdrup. McGraw-Hill, 1945.

10. Byers, H. R., and Braham, R. R., Jr.: Thunderstorm Structure and
Circulation. Journal of Meteorology, vol. 5, no. 3, June, 1948,

pp. 71-86.

1i. Austin, J. M.: A Note on Cumulus Growth in a Non-Saturated
Environment. Journal of Meteorology, vol. 5, no. 3, June, 1948,
pp. 103-107.



lie. NACA TN No. 1855

0002 L.- somemTM Wr 34120== z POAM FM~

03ge I3100 tC¶ net "3000,000 A=,lt

A 4 .0 a, 22,000 to 05,=0

!tostawbiomc., 3 -4 3.0 25 %0,00 to 300;70.2.0004 . ol.

41 -u .0 20 100,000 to 30,0M clut-tarl '7t ' t~a0100

5 -40 15 20 20004) to 30,00 AWl04lkO to t Pero t or tk* 901guee, -A m ai d-.
=- --m -Nr .bo ~l 4,... ot or0

6 32 1.0 so 10,00 t 000 be.oo gomi 0,01 eve o1110ool 0
- - abort 600.110

I7~- .6 in 00 00000 to 30,000 too042-

9 0M .A 20 Islam to 30,000

30 .40 4.1 13 Isla0 to 30,000

22 1k 0.2 20,000 te $0,000

23 -4 LT 90 Islam to 30,000

412.0 LO 15,000 to 30,00

13 -40 .0 13,000 to 30,00

16 32 LO ,000 to,00
rgetoro~ttoo, 1? 1k LIo 0.0 I.2,0

is -k . 30 3A,000 to 30,001g n2.00 Stag380 u, 2.Sonmto

19 iswo. 24,0 tolo 30,00-U !~~23,13 Itegk O 0.40,00040.1

00 .40 .1 24,00 to 30.0 091003 tag AnW eritltcl 000oot OfG stie bole
-~00 'G______tggn "gg______ thu 000 ah 00A0 .1*0 gO

-iF1 32 .4 8.00g to 2".ow Shdgrt1 00.8 -Mot b to 0ocat.4.

a3 54 . 0 20.0w to 30,000

041. -*0 .1 13,000 to 30,000

03 -40 <A. 13,000 to 30,000

06 32 .0 00 8,0to200

IX-Jr 9 14 .6 20 8,0 t. is,,,
M0e00000*0t, 38 .4 is 1 2.,000 to 200,0

09 -00 .1 3312000 to 05,000

30 -40g <.I 33 "4,0 o 13.000

31 se

30 1A .6

33 -4 .3 13

3 40 .. 0

OotVoo 38 - -.50 0 ,00t 00 t.looglau otoo: a31 duatonst C10.ONIUMMSl04
C0erenteris0, 1007000000. to Ing, .hooM4. -tr Ont4

to ..cog, 30 .25 2 o o9,0 Agn .0ulo&0 
2 

3 Al s0.000 4004 oogt6thAIU O lt~t

-- 1-a 0100 petGE toll 000PI400,. * ee
39 0 .24 wm 2 ~A WS eynb

43 -40 .06 40oti gigeggilw

01. -00 .06 %

43 -40 .01

46 30 .3
n - N 4? 1k .2 15

Intent1 -8 4 .1

1.9 412 41 
0

Fg,,g.1gu 50 t .13 2000 *1. s000 ggseture and 000 elend 8,00 liui "ter amteet
ALI. t 30 0Ubl t~0to0 II-INJu nt30 t" 100008 001. ""I0"

30 to ~ Aw~ol bo, ."Ilgod fte norwri0a 0g 04
0.10~en W.I____

020000. e fttl 41,le .mu.0

001000.00001 t 0910 000 0 ýlo1



( ~ CATI-517
TITLE: Recommended Values of Meteorological Factors to Be Considered in the Design

of Aircraft Ice-Prevention Equipment (None)
AUTHOR(S) : Jones, Alun R.; Lewis, William -G*. Atý o -
ORIG. AGENCY Ames Aeronautical Laboratory, Moffett Field, Calif. None)
PUBLISHED BY National Advisory Committee for Aeronautics, Washington, D. C. TN 1855TN-1855M ' M. ...... I ...... -G... LU- ...

March 491 Unclass. U.S. English table.
ABSTRACT: 

rR 1, z
The ranges of possible values of the meteorological factors characteristic of icing conditions of
various types are discussed. Specific values recommended for consideration in the design of ice-
prevention equipment are selected and tabulated. The values selected are baseed upon a study of the
available observational data and theoretical considerations where observations arl lacking. Recom-
mendations for future research in this field are also included.

DISTRIBUTION: SPECIAL, All requests for coaies must r addressed to- Publishing Agency.
DIVISION: Operating Problems (31) SUBJECT HEADINGS: Ice formation (50101);
SECTION, Icing (1) Anti-icing equipment (11235.8)

ATI SHEET NO.: R-31-1-17

Wrigir-Pner". Air F.o- Ma-, 0.;_on, Ohio FJA 3 7 9 :


